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BA-BF Turbo Side Intake AIRBOX  
 

Be sure to have relocated Battery. Either to boot,the passenger side or under headlight/behind 

bumper. For battery relocation kits, please see antzperformance.com.au 

Be sure you are running aftermarket intercooler piping, factory intercooler piping will not work 

with turbo side intake kits as it will not allow the 4” pipe. 

 

1. Remove anything connected to the turbo intake. It should look like this 

 

2. Attach silicon joiner with the 3” silicon clamp and the 4” silicon clamp, the 3” side has just 

enough space for the silicon joiner to clamp onto. 

http://www.antzperformance.com.au/


 

3. Position the silicon joiner as shown, be sure to have the 4” silicon clamp there ready to clamp 

down the intake pipe. 

4. Mount the side air box - There is a bolt on the bottom right corner near the fuse box. Remove 

the bolt and position the side airbox over the hole, place the bolt back in the hole tieing down 

the air box.  

 
5. Remove the breather fitting, and place the intake pipe through the airbox hole into the silicon 

joiner.  

6. Position the intake pipe to the correct angle for the pod filter, screw the breather fitting back in 

and clamp down the intake pipe 



 
7. Place the pod filter over the intake pipe alongside with the 4” clamp and clamp down the pod 

filter 

8. Remove the bolt on the bottom left corner, place the airbox lid over the pod filter, and position 

it accordingly to where the old bolt hole is, mount down the airbox lid. 

 
9. With the M6 bolts provided, carefully screw down the airbox lid to the side of the airbox intake. 

 



10. With the heater hose provided, place it over the breather fitting to the breather at the top of 

the motor. 

 

Be sure to like us on Facebook for new products and promotions 

https://www.facebook.com/antzperformance/  
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