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FG-FGX 4” Air Intake Kit + Battery relocation kit installation. 

 

 

 

Remove factory components: 

1.Remove factory intercooler piping on the left, with a flat head screwdriver or socket if needed. 

Remove the top and bottom and pop the intercooler piping off. This allows access to the turbo 

inlet. 

 

2. Remove crossover pipe, to do this, undo the hose clamps from the end of the pipe attached 

to the turbo, this can be done with a flat head, remove the two torx screws attached to the 

engine. Remove the remainder screws and bolts attached to the airbox. Please keep the bolts 

near the old factory airbox, you will need one later. 

 

3. Remove the battery, undo the positive and negative bolts, and undo the battery clamp 

attached to it. Remove the battery, there will be two clips under the battery holding the plastic 

battery tray down, remove both clips and lift the plastic battery tray off.  

 

4. Using electrical tape, tape off the old positive and negative terminals. To prevent any 

shortage. 

ANTZ PERFORMANCE FG TURBO SIDE AIR INTAKE AND BATTERY RELOCATION KIT

WARNING: This product is recommended to be fitted by a skilled or knowledgeable persons.

Approx. time of install – 1 hour (1.5-2 hours for first timer)



     
 

 

 

Installing 4” air box intake: 
 

Before beginning, please bend the blue plug ‘line’ towards the front of the car and 

downwards, this is done to allow more room for the 4” pipe. 

 

1. Place silicon joiner into the turbo inlet with the 3” hose clamp, do not tighten it yet. You will 

need to dummy fit the 4” intake bend, place the 4” pipe along with the 4” hose clamp into 

the silicon joiner, and place the side of the air box over the silicon joiner. (As seen in photo) 

 



(Optional) For the FG MK 1, there is a hole at the bottom of the side of the airbox, you are 

welcome to place a bolt and nut to each end and tighten it to the old existing hole of the 

battery tray, this is done to keep it tight. For FG MK2 and FGX please ignore as it will not fit. 

 

2. Place the Pod filter over the 4” intake pipe, and tighten it with the 4” hose clamp. 

 

 

3. For factory intercooler piping, remove the bolt holding the bottom of the factory piping 

down. This is done to allow movement for the pipe to go over the 4” intake pipe. 

 

 
 

4. Be sure to make sure fitment is correct and once done tighten the hose clamps including the 

ones attached to the silicon joiner and hose clamp as well as the pod filter. 



5. Place air box cover over the pod filter as pictured, and tighten with the 3 M6 bolts as shown. 

If the headlight wire is in the way, be sure to unplug it, and run it ‘around’ and ‘through’ the 

bottom, it will be a tight fit but will plug in. 

 

6. Place intercooler piping back on, for those with factory piping, you may need to move the 

other piece of factory piping attached to it for a better angle. 

 

 



Battery side relocation kit: 
 

1. Dummy fit the battery bottom with battery top with the screws temporarily holding 

them together. And with a permanent marker, mark the holes to the bay of the car. 

 

2. Remove the top tray and with the self-tapping screws, screw in the two bottom of the 

tray into the marked holes on the bay. 

 

3. Tighten the two screws on the tray holding the tray down to the support as shown in 

photo, and with the third self-tapping screw, screw it into the third hole as shown 

 

 
 

4. Place battery on the tray, and install the clamp with the J bolts into the holes of the tray.  

You will need to cut down the J bolts to appropriate size to avoid it hitting the bonnet of 

the car. 



 

 

5. Where one of the pre-exisiting holes were for the old factory air box, carefully remove 

paint near the screw to allow the earth wire to have better contact. And with the old 

bolt, screw the terminal down with the old bolt. 

6.  

7. Carefully jack up and secure the car with jack stands, DO NOT go beneath the car unless 

it is safe and secure, carefully undo the starter motor nut (13mm) and feed the positive 

cable through the top, place the terminal lug to allow contact with the preexisting 

starter motor lug. And re-tighten the nut back on. Place the positive terminal back on 

the battery.  

 

8. Place the breather hose from air intake nipple to breather outlet on centre of engine. 

 

9. Using one of the clips from the bov, and the bov blocker, block off the throttle elbow 

outlet with the rubber plug.  

 

10. Place a screw into the old bov vacume line. 

 

INSTALLATION COMPLETE 
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