
 

FG Turbo Oil Feed Line. 

WARNING: This product is recommended to be fitted by a skilled or knowledgeable person. 

Approx. time of install – 45 min - 1 hour. 

1. Remove the factory turbo oil feed line from the vehicle. Ensuring to keep all bolts, 

spacers, gaskets as some of these may be required for reinstallation. 

2. Remove the banjo bolt from the block including the sensor attached to the block.  

3. Remove the line from the turbo side, keep the initial factory fitting attached to the turbo 

(see attachment). You will connect the new turbo oil feed line to that fitting. 

4. Once your lines and bolts have been removed, you will need to remove the factory 

filter inside (see attachment). 

 

 

When fitting the new turbo oil line, is it recommended to use performance thread 

sealant. 

 

 



 

 

 

 

 

5. Next, we connect the shorter piece of the braided hose to the pre-existing factory fitting 

coming off the turbo as show in photo. Before doing that, your kit will come with two 

identical fittings - a silver and black fitting with ANTZ etched into it. Use the black fitting 

to connect to the factory extension block. From that black fitting, attach the shorter 

braided hose. 

If you are running a high mount manifold, you can use the silver fitting and connect it straight to 

your turbo without the need for the extension. 

 

 

 



 

The oil line filter will sit to the left of the block. 

 

6. Connect the last braided line using the 90 degree fitting is connected to the turbo oil 

filter. When connecting the oil line filter, make sure you are pointing the flow arrow 

towards the turbo.  

 

7. Be sure to start the car to check for oil leaks, ensuring all lines and fittings are tight. If 

you do not have a oil line bracket, you can use cable tie to hold the line from falling 

towards the belts. 

 

 


