
 

Ford Falcon BA-BF intercooler Stage 2 Kit Installation Guide 

WARNING: This product is recommended to be fitted by a skilled or knowledgeable person. 

Installation time: Approx. 3 hours. 

Difficulty level: 6/10.

 

 

 

 

 

Remove front bar. 



Step 1. Raise either side of the vehicle and place a jack stand underneath, this is to give you access to 

the bottom plastic guard in which you will need to remove.

 

Step 2. Remove grill and plastic air duct, there will be plastic clips holding these in place. 

Step 3. Remove bottom plastic guard, there will be few screws and 2 plastic clips at each end holding 

this in place. 

 



Step 4. Remove the two clips and one screw from each side of the bumper from the wheel well, you 

may need to rotate the wheels for better access.

 

Step 5. Carefully grab the bumper from each end and unclip it from the plastic clip, some force may 

be given to release it. 

Step 6. Infront of the bumper bar, behind the number plates - there may be two bolts holding the 

front of the bumper. Remove these. 

 

Removing factory intercooler and piping 

Step 7. Remove the factory cold side intercooler piping from the intercooler outlet to the cross over 

pipe, do not remove the cold side piping (intercooler hose from turbo to intercooler inlet). 

Step 7.5 There is a factory boost reference pressure sensor that needs to be unbolted, to do this, 

remove the factory driver side headlight and from the factory pipe remove the sensor and keep the 

bolt for later, this will be reinstalled on the new aluminum mount. Install the new mount and bolt in 



the sensor, it will need to be pushed in firm (see attached photo).

 

.  



Step 8.  Once factory intercooler and hot side piping has been removed, you will then need to begin 

creating the clearance for the intercooler and new hot side piping by moving the air conditioner hard 

line at the condenser, the best method is to twist the line to a vertical position (see attached 

photos). 

 

 



 

Step 9. You will need to unbolt the air conditioner line near the passenger chassis rail, undo the nut 

holding it in place and push the line to the right of the vehicle. 

Step 10. Unbolt and unclip the horn, this will be relocated later once the intercooler is fitted. 

Step 11. Drill the two factory holes out to a 10mm size allow the new intercooler mounting bolts to 

be mounted in. 



 

Step 12. Place the two bolts into the holes and then carefully feed the intercooler from the bottom 

in, then attaching the two bolts to the mounting brackets on the intercooler. 

 

Step 13. Attach the new intercooler piping (see attached photos for reference). 







 

Step 14. Install the 10mm hose from the new boost reference aluminum mount to the new 

aluminum L-shaped intercooler piping barb outlet. See attached photo. 

 

 

Step 15. You will need to drill a hole to the driver side panel above the factory hot side piping outlet 

and remount the horn from the inside. The horn will not work until it is bolted in and grounded. 



Clip in the extension wiring cable from its old position to its new spot, and test the horn. If it is not 

working, check that it is grounded correctly.

 

 

 

 

Step 16. Reinstall bumper bar in reverse order. 

Installation complete 

 


